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 CHOOSING A PRESSURE GAUGE

Digit'air Eurodigit Univ'air Eurodainu Mast'air Maestro
Low pressure

Auto calibration

 
Actuation Handle Handle Handle Handle Buttons Buttons

Display Digital Digital Needle Needle Needle Needle

Max overpressure 15 bar 15 bar 13,75 bar 13,75 bar 15 bar 7.5 bar
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Digit'air Eurodigit Univ'air Eurodainu Mast'air Maestro
Low pressure

Auto calibration

 
Actuation Handle Handle Handle Handle Buttons Buttons

Display Digital Digital Needle Needle Needle Needle

Max overpressure 15 bar 15 bar 13,75 bar 13,75 bar 15 bar 7.5 bar

 CHOOSING A PRESSURE GAUGE

MADE IN PONTARLIER, FRANCE

French-made pressure gauges are manufactured each day in Pontarlier, 
thanks to you!
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• Design - Robustness:
- �Very high level of measuring accuracy and maintenance of 

accuracy in the event of impact on the device
- Strength: high-quality thermoplastic components
- �Corrosion-resistant thanks to internal mechanism made of 

specific materials
- �Air filtration in the indicator mechanism via microporous stainless 

steel and nickel silver filter
- Device able to withstand accidental overpressure of 15 bar.

• Technology:
- �Automatic reset of zero on each inflation to prevent measurement 

drift
- Resolution of 0.01 bar
- Operating temperature: -10°C to +40°C
- �Easy to read, thanks to numbers with a height of 12 mm, display of 

the last smallest digit
- Visual inspection of proper operation of digits on each pressurisation
- �Automatic turn on of pressure gauge when pressurised
(Connection to the valve)
- �Automatic turn off when pressure removed or at constant pressure 

for more than 10 seconds
- �Battery service life: 10 years after manufacture in temperate 

environment (the battery is not replaceable)

ELECTRONIC INFLATING GAUGES WITH HANDLE

0.10 to 11 bar

AIR OR NITROGEN USE

Video

Di
gi
t’A
ir

initialisation

(1)
DIGITAIR

(2)
EURODIGIT

The LNE and DIRECCTE certificates apply only to pressure gauges graduated in bar.

AUTOMATIC CALIBRATION 
UPON EACH USE

* Sold for export only and according to local regulations.

• Certificate of EC approval for LNE model N° 26944.
• LNE quality system certificate of approval No. 28617.
• German PTB certificate of approval.
• Declaration of verification delivered with product.

Graduation
Hose 7 x 13 mm Air inlet  

side Torquer Use
length (m) Hose P/N

(1) 39900-00 0,10 to 11 bar 1,5 39064-00 F-G 1/4

     (1) 39901-00 1,4 to 160 psi * 1,5 39064-00 F-G 1/4

(1) 39902-00 10 kPa to 1100 kPa * 1,5 39064-00 F-G 1/4

(2) 39927-00 0,10 to 11 bar 1,5 39064-00 F-G 1/4

     
(2) 39929-00 1,4 to 160 psi * 1,5 39064-00 F-G 1/4

(1) 39926-00
0,10 to 11 bar 3 40117-67 F-G 1/4

 (2) 39928-00
(1) 39921-00

0,10 to 11 bar 6 40122-67 F-G 1/4

 

(2) 39931-00
(1) 39923-00

1,4 - 160 psi (*) 6 40122-67 F-G 1/4
(2) 39933-00
(1) 39925-00 10 kPa - 1100 kPa (*) 6 40122-67 F-G 1/4

Sold without air inlet nozzle
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MECHANICAL INFLATING GAUGES WITH HANDLE

• Air inlet connector F G 1/4
• Watertight performance reinforced with a transparent dial.
• Rubber protector around the measuring system.
• Very high measuring accuracy with this level of accuracy maintained in 
the event of an impact on the device.
• Robustness: IXEF material in glass fibre-reinforced high technology 
plastic.
• Safety handle.
• Corrosion resistant internal mechanism.
• Air filtered in the indicator mechanism by stainless steel and nickel silver 
micro-porous filter.
• Device resistant to accidental high pressure of 13.75 bar in compliance 
with the standard.

(1)
UNIVAIR

(2)
UNIVAIR

0.7 to 11 bar 

• Certificate approved for LNE model No. 6952.
• DIRECCTE quality system certificate of approval No. 14.10.821.003.4.
• Declaration of verification delivered with product.

AIR OR NITROGEN USE

Graduation
Hose 7 x 13 mm Air inlet  

side Torquer UseLength 
(m) Hose P/N

(1) 39700-00 0,7 to 11 bar 1,5 39064-00 F- G 1/4

 

(2) 39702-00 0,7 to 11 bar / 10 to 160 psi * 1,5 39064-00 F- G 1/4

(1) 39701-00 0,7 to 11 bar 3 40117-67 F- G 1/4

(1) 39703-00 0,7 to 11 bar 6 40122-67 F- G 1/4

 
(2) 66892-00 0,7 to 11 bar / 10 to 160 psi * 6 40122-67 F- G 1/4

The LNE and DIRECCTE certificates apply only to pressure gauges graduated in bar.
* Sold for export only and according to local regulations.

Sold without air inlet nozzle
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0.7 to 11 bar

• Certificate approved for LNE model N° 33762.
• DIRECCTE quality system certificate of approval
• Declaration of verification delivered with product.

AIR OR NITROGEN USE

 EURODAINU®

MECHANICAL INFLATING GAUGES WITH HANDLE

• Rubber protector around the measuring system.
• Very high measuring accuracy with this level of accuracy maintained in the event of an impact on the device.
• Robustness: IXEF material in glass fibre-reinforced high technology plastic.
• Safety handle.
• Corrosion resistant internal mechanism.
• Air filtered in the indicator mechanism by stainless steel and nickel silver micro-porous filter.
• Device resistant to accidental high pressure of 13.75 bar in compliance with the standard.

Graduation
Hose 7 x 13 mm Air inlet  

side Torquer Use
L (m) Hose P/N

R-1822-Z 0,7 to 11 bar 1,5 39064-00 F-G 1/4

 
R-1821-Z 0,7 to 11 bar / 10 to 160 psi * 1,5 39064-00 F-G 1/4

38879-58 0.7 to 11 bar 3 40117-67 F-G 1/4
 

38902-58 0.7 to 11 bar 5 40122-67 F-G 1/4
 

The LNE and DIRECCTE certificates apply only to pressure gauges graduated in bar.
* Sold for export only and according to local regulations.

Sold without air inlet nozzle
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0,7 to 12 bar 0,7 to 6 bar

Graduation
Hose 7 x 13 mm Air inlet  

side Torquer Use
Length (m) Hose P/N

(1) 39000-00 0,7 to 12 bar 1,5 39064-00 R-0987-2 (Drake)

 

(1) 39002-00 0,7 to 12 bar 1,5 39064-00 G 1/4 (39066-67)

(1) 39100-00 0,7 to 12 bar / 10 to 170 psi * 1,5 39064-00 R-0987-2 (Drake)

(1) 39106-00 0,7 to 12 bar / 10 to 170 psi * 1,5 39064-00 G 1/4 (39066-67)

(2) 39003-00 0,7 to 6 bar 1,5 39064-00 R-0987-2 (Drake)

 

(2) 39004-00 0,7 to 6 bar 1,5 39064-00 G 1/4 (39066-67)

(2) 39103-00 0,7 to 6 bar / 10 to 85 psi * 1,5 39064-00 R-0987-2 (Drake)

(2) 39111-00 0,7 to 6 bar / 10 to 85 psi * 1,5 39064-00 G 1/4 (39066-67)

(1) 39093-00 0,7 to 12 bar 3 40117-67 R-0987-2 (Drake)

(1) 39001-00 0,7 to 12 bar 6 40122-67 R-0987-2 (Drake)
 

(1) 39104-00 0,7 to 12 bar / 10 to 170 psi (*) 3 40117-67 R-0987-2 (Drake)

(1) 39101-00 0,7 to 12 bar / 10 to 170 psi (*) 6 40122-67 R-0987-2 (Drake)
 

(1)
MASTAIR

(2)
MAESTRO

The LNE and DIRECCTE certificates apply only to pressure gauges graduated in bar.
* Sold for export only and according to local regulations.

Sold without air inlet nozzle

MECHANICAL INFLATING GAUGES WITH BUTTONS

ADVANCED TECHNOLOGY AND DESIGN
• Built in + / – buttons make inflating virtually effortless.
• Rotatable nipples (air inlet/outlet) make for simple and easy handling.
• Quick pressure adjusting.
• Slanted, coloured dial for easy read-out.

SOLID CONSTRUCTION
• Shock-resistant ABS material. 
• Hangs anywhere thanks to its handy bracket.
• Watertight glass shield

• Certificate approved for LNE model N° 25820.
• DIRECCTE quality system certificate of approval
• Declaration of verification delivered with product.

AIR OR NITROGEN USE
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EURODAIRA®ARIVAIR

0.7 to 12 bar(1)
ARIVAIR

(2) (3)
EURODAIRA

AIR OR NITROGEN USE

Graduation Hose 5 x 10 mm
Length (m) Angled air chucks Use

(1) 38075-99
0.7 to 12 bar 0.5 R-0415-1

 

(2) 38048-99
(1) 38076-99

0.7 to 12 bar / 10 to 170 psi * 0.5 R-0415-1
(2) 38049-99

(3) R-1782-1 0.7 to 12 bar
0.5 -

(3) R-1781-1 0.7 to 12 bar / 10 to 170 psi *

(1) 38077-99
0.7 to 12 bar 0.5 R-0933-1

(2) 38038-99

(1) 38078-99
0.7 to 12 bar / 10 to 170 psi * 0.5 R-0933-1

(2) 38039-99

* Sold for export only and according to local regulations.

(2)

PRESSURE GAUGES

(1)

• Reliability
• Robustness
• Accuracy
• By changing the tube fitting, the monitor can be used for trucks or construction applications.
• Improved leaktightness thanks to use of a snap-on transparent cover.
• Elastomer protector covering the measuring system.
• Very high level of measuring accuracy and maintenance of accuracy in the event of impact on the device.
• Strength: Mineral-fibre-reinforced copolyamide material.
• Device able to withstand accidental overpressure of 15 bars.

(3)
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Customizable logo, contact us.

Pressure gauge Tread depth gauge Use

66185-67
• 0.35 to 6.8 bar (5-99 psi or 35-680 Kpa 
or 0.4-7.00 kg/cm2).
• Accuracy: 1 % ±0,05 bar

• Graduated from 0 to 15 mm (0 to 19/32’’).
• Coloured zone according to depth  
<1.6 mm = coloured zone red
1.6 to 3.2 mm =  coloured zone yellow 
>3.2 mm = coloured zone green
• Precision: 0.3 mm.
• Resolution: 0.1 mm.

  

AIR OR NITROGEN USE

• Automatic turn-off.
• Backlit dial.
• 2 interchangeable batteries CR2032.
• Tread depth or pressure gauge selection function.

Graduation Descriptive Use

60226-67 0,35 to 10 
bar

• Special for low pressure.
• Accuracy: 1 % ±0,05 bar.
• Can be used from -10 to 50°C.
• Durable rubber grip handle.
• 3 interchangeable LR44 batteries (included).

  

Schrad'DIGITAL

PRESSURE GAUGES

 ELECTRONIC PRESSURE GAUGES WITH DIGITAL DISPLAY	
	 For checking pressure

 TREAD DEPTH GAUGE & ELECTRONIC PRESSURE GAUGE 
	 2 functions on one tool

Customizable logo, contact us.
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65530-67 65332-67 69668-67 69669-67 65842-67 65843-67 65844-67

Certified 1/4 safety 
valve

Glycerine pressure 
gauge Elbow

 MF 1/2 x 1/4 GF 
reducing nipple 

coupling

M/F 1/4 rotating-
seat valve

M/F 1/2 rotating-
seat valve

Painted booster 
fitting

61300-67

Use For 4x4 and trucks

Tank (L) 6L

Weight (Kg) 5.56

 AIR CANNONS

AIR CANNONS, PUMP RINGS

Filtered and lubricated air supply (see page 80).

 BEAD BAZOOKA®

65063-00 61417-67 61418-67

Utilisation For Truck For Truck Big Tires, Small Earthmover

Tank (L) 20 20 35

Pressure max 
(bar) 12 14 12

Wieght (Kg) 14 5 5

Inner air 1 quick connector male light vehicle

Material steel alu alu

Sizes 480 x 370 480 x 246 660 x 276

Type of rim 1 pcs 1 pcs 1 pcs

 BOOST’AIR 20  BOOST’AIR 35
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44073-67
BOOSTER

Use

Graduation 1 to 11 bar / 10 to 160 psi

 Long nose (m) 6 m on the valve side / 0.3 m on the air inlet side

Type of rim 1 piece, 3 pieces and 5 pieces

 BOOSTER HIGH-FLOW VALVE

S a v e  t i m e  w i t h 

UP TO 3x faster 
i n f l a t i o n

Video

Bo
os
te
r

High-flow valve that does not adjust tire pressure:
It is not an inflator with pressure gauge
Use a standardised tool.

FOR INSTALLATION OF TUBELESS TIRE BEADS
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32264-67

65089-67

67244-67 67244-67

65089-67

32266-67

EXAMPLES OF PRESSURE GAUGE ASSEMBLY

39900-00
39901-00
39902-00
39927-00
39929-00

Digit'air
Eurodigit

39700-00
39702-00
R-1822-Z
R-1821-Z

Univ'air
Eurodainu

39002-00
39106-00
39004-00
39111-00

Mast'air
Maestro

39000-00
39100-00
39003-00
39103-00

Mast'air
Maestro

R-0153-1

39066-67
39080-67

65089-6765088-67

39766-67

Air inlet

39926-00
39928-00
39921-00
39931-00
39923-00
39933-00
39925-00

39701-00
39703-00
66892-00
38879-58
38902-58

39093-00
39001-00
39104-00
39101-00

Truck, farm and earthmover vehicle
Light vehicle
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39066-67 39080-67 39766-67 R-0153-1

Adaptor G 1/4 for Mastair and 
Maestro

AdaptorG 1/4  
with filter for Mastair and 

Maestro

Intermediate-sized coupler for inflating 
gauges  

with a G 1/4 air inlet coupler

Intermediate-sized coupler for inflating 
gauges with a coupler R-0987-2 (Drake)

INFLATION NIPPLES AND COUPLERS

INFLATION ACCESSORIES

40117-67 39065-00 40122-67

Description For DIGITAIR, UNIVAIR, EURODAINU, MAESTRO & MASTAIR For UNIVAIR, EURODAINU & MASTAIR (Earthmover)

Length (m) 3 3 6

Type Woven braid, rotating nut, coupler R-0985-2 Woven braid, rotating nut, coupler R-0984-1

39064-00

Description For DIGITAIR, EURODIGIT, UNIVAIR, EURODAINU, MAESTRO & MASTAIR

Lenght (m) 1,5

Type Woven braid, rotating nut, coupler R-0985-2

Quantity per 
box 1

 HOSE 7X13 FOR INFLATING GAUGES
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 COUPLERS FOR HOSES INTERNAL Ø 7 MM

INFLATION COUPLERS

R-0985-2 R-0985-1 R-0986-2

Description
Valve side inflation coupler  

for hose
7 x 13 mm

Coupler
R-0985-2 in skin-pack  
for display purposes

House coupler, outlet side  
for hose 7 x 13 mm

Spare washer R-0518-2 R-0518-2

Quantity per box 10 1 10

R-0987-2 32264-67 R-1430-2

Description Rotating coupler inlet side  
for hose 7 x 13 mm

Quick inflating coupler clamp coupler,  
valve side Collet for hose 7 x 13

Quantity per box 10 1 10

R-0416-1 S-4451-1 

Description For ARIVAIR and EURODAIRA with chuck For ARIVAIR and EURODAIRA without chuck

Length (cm) 50 50

Précaunisation Use a car clamp ø 10 mm to mount it on the gauge

 HOSE 5X10 FOR EURODAIRA PRESSURE GAUGES

R-0415-1 R-0933-1

Description Makes pressure checking easier on valves  
that are difficult to get to or twin valves

Makes pressure checking easier on valves  
that are difficult to get to or twin valves

Use

 INFLATING CHUCKS
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 OTHERS CONNECTORS

41291-68
41291-09 R-0517-2 R-1296-1 R-3500-2 (*)

Description

Inflation coupler valve side  
for 8 mm hose  
(Spare washer

R-0518-2)

Valve side inflation coupler  
for hose 5 x 10 mm  

(Spare washer R-0518-2)

Coupler for adapting
EM to truck

Rotating coupler for flexible 
hose extensions ø int. of 5 mm

Quantity per 
box

10
500 10 1 10

R-0736-2 R-0697-1 (*) 

Description Ring for mounting of large-bore valves on truck spuds Mobile coupler to adapt LB mouths to trucks

Quantity per box 10 1

 LARGE BORE CONNECTORS

INFLATION NIPPLES AND COUPLERS

R-0984-1 R-0767-1 32266-67

Description
Earthmover inflation coupler  

for hose ø int. 7 mm 
(Spare washer R-0917-2)

Standard / LB intermediate 
mobile coupler  
(Spare washer

R-0917-2)

Quick LB clamp on inflation 
coupler

Quantity per 
box 1 1 1

(*) Knurled couplers: hand-tightened only.



www.shop.schrader-pacific.fr

Direct lines for customers support : 
Tél. +33 (0)3 81 38 56 60 (France)
Tél. +33 (0)3 81 38 56 27 (Export)

Fax direct +33 (0)3 81 38 56 81

E-mail : resale.info@schrader-pacific.fr

Schrader s.a.s. - B.P. 29
48, rue de Salins - 25301 Pontarlier cedex 
France
Tél. :+33 (0) 381 38 56 56 
Fax : +33 (0) 381 46 41 42
E-Mail : general.info@schrader-pacific.fr P
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